SOUTH ELEVATION

SCALE: 1/8" = 1'-0"

NOTE: SEE DWG 258951 FOR ELEVATIONS LEGEND
DESTRUCTION NOT

1. REMOVE EXISTING WINDOW
2. REMOVE EXISTING TILE FROM FLOOR TO CEILING
3. REMOVE EXISTING CONCRETE CEILINGS, LEAVE EXISTING PLANKS INTACT.
4. REMOVE EXISTING INTERIOR PARTITIONS
5. REMOVE EXISTING DOOR FRAMES AND DOORS, FLUSH AT WALL INTERIOR
6. REMOVE EXISTING EXTERIOR WALLS
7. REMOVE EXISTING INTERIOR WALLS
8. REMOVE EXISTING SOUTHWEST WING OPENING. [SEE WINDOW]
9. REMOVE CHIMNEY FROM EXISTING DOOR PENETRATION. [SEE DRAWING]
10. REMOVE EXISTING CARRIERS
11. REMOVE ALL PLUMBING FIXTURES IN MEN'S AND WOMEN'S RESTROOMS
12. REMOVE ALL EXISTING ROOF STRUCTURES, EXCEPT FOR 4" CONDUIT TO REMOVE EXISTING PLASTER JOISTS INTACT.
13. REMOVE EXISTING INTERIOR WOODEN PARTITIONS
14. REMOVE EXISTING CEILINGS
15. REMOVE EXISTING TRANSOM WINDOW
16. REMOVE ALL WALL MOUNTED CHALK BOARDS, FIRE EXTINGUISHERS IN THE AREAS WHERE WOODEN WALLS AND CEILINGS ARE REMOVED
17. REMOVE ALL WOODEN WALLS, CEILINGS, AND FLOORING IN THE CROSS-HATCHED AREA AND IN THE ROOMS DESIGNATED ON DRAWING.
18. REMOVE EXISTING DOORS AND WINDOW FRAMES
19. REMOVE ALL PLUMBING FIXTURES IN THE RESTROOMS, EXCEPT FOR THE EXISTING CONDUIT TO REMOVAL OF THE EXISTING PLASTER JOISTS.
20. REMOVE EXHAUST DUCTS AND NEW CHIMNEY WALLS AND ROOF VENTS
21. TEMPERATURE DUST PARITION GYPSUM WALLBOARD ON TOP OF THE VARIABLE DUCT WITH POLYETHYLENE TUBING AND GRANULAR VOT. THE PARTITION SHALL BE REMOVED AFTER THE TEMPORARY PARTITION IS REMOVED.

LND FLOOR DEMOLITION PLAN

SCALE: 1/8" = 1'-0"

BLDG 582A

FACILITY 583

ENCLOSED WALKWAY BENEATH TUNNEL

LOW TURBULENCE PRESSURE TUNNEL

EXIT SIGN AND CLOCK

BULLETIN CASE

EXIST WATER CLOSET TO BE RE-USED

EXIST URINALS TO BE RE-USED, SEE DWG 258994

EXIST WATER CLOSET TO BE RE-USED

1. REMOVE EXISTING WINDOW
2. REMOVE EXISTING TILE FROM FLOOR TO CEILING
3. REMOVE EXISTING CONCRETE CEILINGS, LEAVE EXISTING PLANKS INTACT.
4. REMOVE EXISTING INTERIOR PARTITIONS
5. REMOVE EXISTING DOOR FRAMES AND DOORS, FLUSH AT WALL INTERIOR
6. REMOVE EXISTING EXTERIOR WALLS
7. REMOVE EXISTING INTERIOR WALLS
8. REMOVE EXISTING SOUTHWEST WING OPENING. [SEE WINDOW]
9. REMOVE CHIMNEY FROM EXISTING DOOR PENETRATION. [SEE DRAWING]
10. REMOVE EXISTING CARRIERS
11. REMOVE ALL PLUMBING FIXTURES IN MEN'S AND WOMEN'S RESTROOMS
12. REMOVE ALL EXISTING ROOF STRUCTURES, EXCEPT FOR 4" CONDUIT TO REMOVE EXISTING PLASTER JOISTS INTACT.
13. REMOVE EXISTING INTERIOR WOODEN PARTITIONS
14. REMOVE EXISTING CEILINGS
15. REMOVE EXISTING TRANSOM WINDOW
16. REMOVE ALL WALL MOUNTED CHALK BOARDS, FIRE EXTINGUISHERS IN THE AREAS WHERE WOODEN WALLS AND CEILINGS ARE REMOVED
17. REMOVE ALL WOODEN WALLS, CEILINGS, AND FLOORING IN THE CROSS-HATCHED AREA AND IN THE ROOMS DESIGNATED ON DRAWING.
18. REMOVE EXISTING DOORS AND WINDOW FRAMES
19. REMOVE ALL PLUMBING FIXTURES IN THE RESTROOMS, EXCEPT FOR THE EXISTING CONDUIT TO REMOVAL OF THE EXISTING PLASTER JOISTS.
20. REMOVE EXHAUST DUCTS AND NEW CHIMNEY WALLS AND ROOF VENTS
21. TEMPERATURE DUST PARITION GYPSUM WALLBOARD ON TOP OF THE VARIABLE DUCT WITH POLYETHYLENE TUBING AND GRANULAR VOT. THE PARTITION SHALL BE REMOVED AFTER THE TEMPORARY PARTITION IS REMOVED.

LND FLOOR DEMOLITION PLAN

SCALE: 1/8" = 1'-0"

BLDG 582A

FACILITY 583

ENCLOSED WALKWAY BENEATH TUNNEL

LOW TURBULENCE PRESSURE TUNNEL

EXIT SIGN AND CLOCK

BULLETIN CASE

EXIST WATER CLOSET TO BE RE-USED

EXIST URINALS TO BE RE-USED, SEE DWG 258994

EXIST WATER CLOSET TO BE RE-USED

1. REMOVE EXISTING WINDOW
2. REMOVE EXISTING TILE FROM FLOOR TO CEILING
3. REMOVE EXISTING CONCRETE CEILINGS, LEAVE EXISTING PLANKS INTACT.
4. REMOVE EXISTING INTERIOR PARTITIONS
5. REMOVE EXISTING DOOR FRAMES AND DOORS, FLUSH AT WALL INTERIOR
6. REMOVE EXISTING EXTERIOR WALLS
7. REMOVE EXISTING INTERIOR WALLS
8. REMOVE EXISTING SOUTHWEST WING OPENING. [SEE WINDOW]
9. REMOVE CHIMNEY FROM EXISTING DOOR PENETRATION. [SEE DRAWING]
10. REMOVE EXISTING CARRIERS
11. REMOVE ALL PLUMBING FIXTURES IN MEN'S AND WOMEN'S RESTROOMS
12. REMOVE ALL EXISTING ROOF STRUCTURES, EXCEPT FOR 4" CONDUIT TO REMOVE EXISTING PLASTER JOISTS INTACT.
13. REMOVE EXISTING INTERIOR WOODEN PARTITIONS
14. REMOVE EXISTING CEILINGS
15. REMOVE EXISTING TRANSOM WINDOW
16. REMOVE ALL WALL MOUNTED CHALK BOARDS, FIRE EXTINGUISHERS IN THE AREAS WHERE WOODEN WALLS AND CEILINGS ARE REMOVED
17. REMOVE ALL WOODEN WALLS, CEILINGS, AND FLOORING IN THE CROSS-HATCHED AREA AND IN THE ROOMS DESIGNATED ON DRAWING.
18. REMOVE EXISTING DOORS AND WINDOW FRAMES
19. REMOVE ALL PLUMBING FIXTURES IN THE RESTROOMS, EXCEPT FOR THE EXISTING CONDUIT TO REMOVAL OF THE EXISTING PLASTER JOISTS.
20. REMOVE EXHAUST DUCTS AND NEW CHIMNEY WALLS AND ROOF VENTS
21. TEMPERATURE DUST PARITION GYPSUM WALLBOARD ON TOP OF THE VARIABLE DUCT WITH POLYETHYLENE TUBING AND GRANULAR VOT. THE PARTITION SHALL BE REMOVED AFTER THE TEMPORARY PARTITION IS REMOVED.
NOTE: EXST ROOM NUMBERS ARE FOR DEMOLITION DWG ONLY. SEE INSTALLATION DWG 258946 FOR NEW ROOM NUMBERS.